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WARNING - To guard against injury, basic safety precautions should be observed, 
including the following:

a) READ AND FOLLOW ALL SAFETY INSTRUCTIONS.
b) DANGER - To avoid possible electric shock, special care should be taken since water is 
employed in the use of aquarium equipment. For each of the following situations, do not 
attempt repairs by yourself; return the appliance to an authorized service facility for service or 
discard the appliance:

1) If the appliance falls into the water, DON'T reach for it! First unplug it and then retrieve it. If 
electrical components of the appliance get wet, unplug the appliance immediately. 
(Non-immersible equipment only)

2) If the appliance shows any sign of abnormal water leakage, immediately unplug it from the 
power source. (Immersible equipment only)

3) Carefully examine the appliance after installation. It should not be plugged in if there is water 
on parts not intended to be wet.

4) Do not operate any appliance if it has a damaged cord or plug, or if it is malfunctioning or 
has been dropped or damaged in any manner.

5) To avoid the possibility of the appliance plug or receptacle getting wet, position aquarium 
stand and tank to one side of a wall-mounted receptacle to prevent water from dripping onto 
the receptacle or plug. A "drip loop," shown in the figure below, should be arranged by the user 
for each cord connecting an aquarium appliance to a receptacle. The "drip loop" is that part of 
the cord below the level of the receptacle, or the connector if an extension cord is used, to 
prevent water traveling along the cord and coming in contact with the receptacle. 

If the plug or receptacle does get wet, DON'T unplug the cord. Disconnect the fuse or circuit 
breaker that supplies power to the appliance. Then, unplug and examine for presence of water 
in the receptacle.
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IMPORTANT
1. Make sure to read and follow instructions in their entirety
    before plugging the fixture into an outlet or power source.

 NOTE: The fixture must be properly plugged into a
 grounded three-prong receptacle. If a grounded outlet
 is not available, provide grounding means.

FIXTURE SETUP
FIXTURE INSTALLATION

1. Place clear aquarium cover onto aquarium. (3.0)

2. Lift and set the fixture on top of the covered aquarium.

 NOTE: Make sure to set Aqualight fixture on top of 
 clear aquarium cover so that the lamps provide maximum 
 exposure of beneficial light to all aquarium inhabitants and
 plants.

AQUALIGHT T-5 MODELS
Aqualight fixtures are available for Freshwater, Marine and Reef aquariums in a variety of lengths and sizes. 
The fixture should span the full length of the aquarium.

 EXAMPLE: For a 75 gallon aquarium that is 48 inches long, a 48 inch Aqualight T-5 should be used. For a 
 complete listing of sizes and types of AqualightT-5s available, visit our website at www.esuweb.com

MINIMUM AQUARIUM WIDTH: 8”W

MAXIMUM AQUARIUM DIMENSIONS FOR USE WITH AQUALIGHT T-5 FIXTURES: 

AQUALIGHT FIXTURE AQUARIUM

Dimensions (L” x W” x H”) Inches

46” x 3” x 1”

Dimensions (L” x W” x H”) Inches

19 3/4” x 3” x 1”

22 3/8” x 3” x 1”

34 1/4” x 3” x 1”

27 7/8” x 3” x 1”

20” x 10” x 12”

24” x 12” x 12”

30” x 12” x 12”

36” x 13” x 12”

48” x 13” x 12”

MODEL

Size

20”

24”

30”

36”

48”
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 SAFETY: Turn off switch and unplug power cord from
 outlet or power source before performing maintenance.

 CAUTION: Let the unit cool down before handling.
 
FIXTURE MAINTENANCE
1. Clean fixture with dry cloth only.

 NOTE: This fixture has no user serviceable parts.

T-5 FLUORESCENT LAMP REPLACEMENT
1. Lift fixture from aquarium and place on a non-abrassive flat 
    surface with the bottom facing up. (5.0)

2. Slide the acrylic lens cover out of the fixture. [5.1]

3. Rotate lamp from fixture socket. [5.2]

4. Remove the lamp. Hold both ends of the lamp and lift to 
    remove the lamp from the lamp clips. [5.3]

6. Carefully install replacement T-5 fluorescent lamp and 
    replace light fixture parts.
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